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CHAPTER: I 


I. INTRODUCTION 


Fortran is a language which was created to simplify the preparation 

of problems for computers. A programmer can write out his method of: 
solution in the Fortran language, which resembles ordinary mathematical 
notation, and the computer will carry out the translation from this 
language into its own peculiar machine code. It is not necessary for 
the programmer to know anything about machine code; he need only con- 
cern himself with the Fortran II language, since the other details are 


carried out automatically by the Fortran translator program. 


As.an example of how a Fortran program looks, here is a simple one 
which reads in 100 numbers A(1) through A(100), computes 1/A(1) + 1/A(2) 
=~ »». +1 /4 (100), and then prints out the numbers together with the answer. 
The numbers are punched 10 to a card, each occupying 8 columns of the 


card. The program in FORTRAN could be written as follows: 


EVALUATE SUM OF RECIPROCALS 

DIMENSION A(100) 

READ 3, A 

SUM = 0.0 

DO 1, I =1, 100 

SUM = SUM + 1.0/A(Z) 

PRINT 2, A, SUM 

STOP 

FORMAT (10F8.2) 

FORMAT (1QHTHE 100 NUMBERS ARE, 10(2/10F10.2), 2/, 
1 31HTHE SUM OF THEIR RECIPROCALS IS, E30.8, 43/) 


The © at the left of the first line indicates it is merely a comment. 

The second line says that A(1) through A(100) is an "array" of 100 numbers. 
The third line causes 10 cards to be read in, containing the 100 values. 
Then a running sum is started at zero. The "DO" statement says that the next 


line, statement 1, is to be executed for values of IT =1, 2, 3, eo», LOO. 


After 100 times, the desired sum has been evaluated, and the PRINT 


statement causes printing out of the data and the answer. 


Do not expect to understand the preceding Fortran program in © 


detail, it was just given as an example to introduce the flavor of 


Fortran languages. 


We will now begin to discuss the details of the language. 
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USS FORTRAN II. 


This manual contains the specifications for the Fortran II compilers 


for Univac Solid State Computers. There are five versions of the compiler: 





Version Number Configuration 
8001 80-column cards with 5000-word drum. 
8002 80-column cards with 2600-word drum, 1280-word core. 
9000 90-column cards with 5000-word drum, no tape. 
9001 90-column cards with 5000-word drum, tape system. 
9002 90-column cards with 2600-word drum, 1280-word core, 


These systems must have hardware multiply-divide, a read-punch unit, a 
card reader, and a printer with at least 100 print positions. No use is made 
of magnetic tape in these versions. The entire Fortran system programs are 
built to be run with the "9800 suppress" switch set ON to turn off the 


band-modification feature with index registers, 


This Fortran II language is actually somewhat more than many Fortran II 
translators will accept. Programs written for other Fortran II translators 


are acceptable to this translator without change, except 


(lL) The word length is a fixed size of 8-place precision for floating 


‘point numbers and 4 digits for fixed point numbers. 
(2) The allocation of COMMON storage is made in ascending order. 
(3) The 8002 and 9002 versions do not accept EQUIVALENCE statements. 


(4) Arithmetic Statement functions must be rewritten in a straight- 


forward way as FUNCTION subprograms. 


(5) Six-letter identifiers whose first five characters agree, such as 
ALPHAl and ALPHA2, must be changed so that their first five 


characters are different. There are also a few new reserved words. 


(6) Names of library functions should be changed (i.e. LN for LOGF), 
and this can be done by defining the word LOGF (see Appendix I). 


(7) IF (SENSE SWITCH) has no meaning on the solid state computer. 
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CHAPTER ITI 


Constants, Identifiers and Special Symbols 
The Fortran language is made up of constants, identifiers, and special 


symbols. 


Constants 


Constants are used to represent numbers which appear in formulas. Each 


constant corresponds to a ten-digit number inside the machine. 
There are four kinds of constants: 


A. Integer constants. 


The simplest kind of constant is an "integer constant" which is 
merely composed of one to four digits. These appear inside the computer 


as a number with extra zeroes attached at both the right and the left. 


Examples: 
Fortran constant Machine representation 
1234 0012340000 
L223 0001230000 
1 0000010000 
0 OOOO000000 


iB. Floating point constants. 


Integer constants can represent only whole numbers, but "floating-point" 
constants allow a great range of numbers. Examples of floating point constants 
are 3.1415927 or .005 or 6024E23. The last constant means 6.024 times 10°; 


the letter E is used in Fortran to indicate a power of 10. 


You can always tell a floating-point constant from an integer, since a 
floating point constant always has a decimal point or an "E" in it. The 19 
possible types of floating-point constants are summarized in chart form 


ase 
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number number { | blank 
blank blank E number 
KE + number 


E — number 


E number 
or {nunber | E + number ; 


E = number 


Floating constants may have any number of leading zeroes; but after 
leading zeroes they should be rounded to eight significant digits at 


most. 


Inside the machine a standard representation is given which accounts 


for the name "floating point". The ten-digit number YYXWWWWWWW is either 


(1) zero, representing 0.0 
(2) non-zero, in which case it is true that X is not zero. 


Then the number represents X.WWWWWWW E(YY - 50) . 


For example, 5010000000 represents 1.0 EO = 1.0 ; similarly, 5212000000 
represents 1.20 E 2 = 120. 


More examples of floating point constants: 


Fortran constant Machine representation 
1.0 50LOOQ00000 
3.1415927 5031415927 

~2345E-27 R223450000 
5E20 7050000000 
- OOOOO000000001 3'7LOOOO0000 


There are at least 34 different ways to write the number 1.0 as a floating 
point constant using 5 characters or less; how many of these can you find? 


They all have the same machine representation. 


CG. Hollerith Constants 


The remaining two types of constants are used mainly in non-scientific 
Fortran programs. Alphabetic information is represented by so-called 
"Hollerith constants", named after a man who pioneered in punched card 


equipment many years ago. 
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These constants consist of 1 to 5 letters, and are written as nH 
followed by the alphabetics, where n- is the number of letters. (Numerics 


and special characters may be used as well as alphabetic letters.) 


The machine representation of Hollerith constants differs for 80 and 
90 column equipment. In the 80-column versions this representation is 
ZZZZZNNNNN where Z represents the zone part and N the numeric part of 
the character in MC-6 machine code. On 9-column systems the representation 
is PPPPPUUUUU where P represents the primed part and U the unprimed 
part of the character in Remington card code. If the number of letters is 


less than 5, zeroes are filled in at the right. 


Examples of Hollerith constants: 


Fortran 80-column machine | 90-column machine 
1HA | LOOOOLOOOO 2000070000 
5HABC1L2 1110012312 2010277122 


1H/ 3000010000 | 3000090000 


Dy Machine constants 


Machine constants make it possible to represent any 1O-digit bit con- 
figuration on a Solid State computer. These are written nM followed by n 
numbers or the letters A, B, C, F, G, or H. The letters are used to re- 
present Nundigits" 4/1; 4/2, 4/3, 4/6, 4/7, and 4/8 respectively. If n is 
less than 10, zeroes are filled in at the left. 


Examples of machine constants: 


Fortran constant Internal representation 


1M5 OOO00000005 
: EAN 

LOML2ZOABCFGH 9 1207336787 

HEURES | 0000055555 


Types 
Quantities manipulated in the Fortran language are of three "types": integer, 
floating-point, or unspecified. It is important for the Fortran programmer 


to be careful about the "types" of the quantities he uses. 
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Integer type means the values have a range of integers only, with the possible 


values of 
-9999; -9998 , eee 9 -l, Os Ths eee, +9998, +9999. 


Floating point type means the values have a range of anywhere from 1.0E-50 


to 9.9999999EL9, positive or negative; or zero. 


Unspecified type means the value can be thought of as either integer or 


floating, or that the type is immaterial. 


A constant of zero has unspecified type; other integer constants have type 
integer, and other floating point constants have floating point type. Hollerith 


and machine constants have unspecified type. 


The question that probably is occurring now to the reader is: Why so many 
types? All the possible values for type integer occur also in the floating- 
point range, so why could we not dispense with integer type completely? The 
reason is that calculations with floating-point quantities are more difficult 
for the computer, so they take much more time for execution. Therefore if 
one is working solely with integers it is much faster to use integer type, 
and only when fractional quantities or very large quantities are involved 
need the slower floating-point arithmetic be used. Unspecified type is 


useful when performing operations on alphabetic and other non-numeric quantities. 


Identifiers 


Identifiers are the names given to Fortran quantities. An identifier is a 
string of letters and digits, starting with a letter. Examples are A, l, 
ALPHA, A23, A24, B280, FORTRAN. The letters and digits used do not have any 
special meaning in the Fortran language. The programmer is free to choose 
the names for his own convenience. There is.no connection between Az23 and 


A24. An identifier ends with the first non-letter or non-digit following it. 


It is preferable to choose names which have five characters or less, although 
it is possible to use more letters. When using longer names there is a chance 
that two different ones will be treated as though they were the same. In 


USS Fortran II two identifiers are "the same" if 
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(lL) they have the same length, and 


(2) they have the same first five characters. 
ALPHA is different from ALPHA1, but ALPHAI1 is the same as ALPHA2. 


There are some identifiers which must not be used as names, because they 
have special meaning in Fortran. These words, such as READ, PRINT, IF, DO, 
AND, etc. will be introduced in the text giving them special significance, 


and they are all listed together in Appendix II for reference. 


Important note: The first letter of the identifier determines its type. 


Identifiers are used to give names of variables, and each variable takes 

on either integer values or floating-point values. If the first letter is 
I, J, K, L, M, or N, the variable may take on only integer values and is of 
type integer. Any other first letter means the variable may take on only 


floating-point values, and is of floating-point type. 


Meaning of Blank Spaces 


In most cases blank Spaces may be inserted freely in Fortran statements; 
that is, we might equally well write X = (Y¥+1.0) asxX=(Y+1.0). 
- However, spaces must not appear in the middle of an identifier. More 


exactly, a space is ignored except that 


(1) It marks the end of an identifier 
1 2) After the letter H in Hollerith constants or in Format strings 
it indicates the character "space". 
(3) After the letter M in machine constants a blank space should 
not be used. That is, 3M123 must not be written 3M 123. 


A space is important at times to separate identifiers; for example in the 
program given earlier it would have been incorrect to write READ2 or DO1, 
or PRINT3. There are other cases such as "C AND Y" where both spaces are 


necessary, since "CANDY" has quite a different meaning. 





Special Symbols 


We have so far introduced uses for letters, digits, spaces, and decimal 


points. The other special characters which appear in USS computers have 


significance in the language too, as follows: 


# is used for an = sign 
»() are punctuation marks used in the ordinary manner 
+ — * / are used for arithmetic operations 
3; may be used to put several statements on one line, rather 
than starting a new line for each one 


' (apostrophe) must never be used except in Hollerith constants 


Since some "Fortran" keypunches for 80 column cards have special codes 
for certain symbols, the other codes are also acceptable and are 


equivalent internally, according to the correspondence below: 


% may be used for 


: may be used for 


+N HS 


may be used for 


tA &© 


may be used for ; 
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CHAPTER III 


Variables and Expressions 


Simple Variables, Array Variables 
All symbols in Fortran are written on one line, so "subscripts" are 


not really written as lowered numbers (e.g., Ays Aos etc.) but rather are 


written using the parenthesis convention A(1), A(2), etc. They are called 


subscripts anyway. — 


By a "simple variable" we mean a variable which has only a single value 
and therefore has no subscripts. It is also possible to have subscripted 
variables, in which case a single name references many values. For example, 
in the first program given the 100 numbers A(1), A(2), etc. were all values 
of the subscripted variable A. Subscripted variables are called "array 


variables". 


It is possible to use many subscripts, if desired. A vector variable 
usually has just one subscript, but matrix variables usually have two; when 


. more than one subscript appears, commas are used to separate them, e.g., 
B(3,4). 


Before an array variable is used in a Fortran program, a "Dimension 
declaration" is given to tell how many subscripts there are, and how many 


values the array has. For example, 
DIMENSION A(100), B(10,20), K(2,2,2,4) 


specified that A, B, and D are array variables. A is a vector with elements 
A(1) through A(100). B is a matrix with 10 rows and 20 columns, and K isa 
four-dimensional array with 32 elements (a typical element is K(2,1,1,3)). 

The DIMENSION declaration will be discussed in more detail later. 

The type of an array is determined by the first letter of the name, just as 
for simple variables. Thus, A and B take on only floating point values, 


while all elements of K have integer values. 
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Arithmetic Expressions 

Variables and constants are combined with arithmetic operations to form 
expressions which look very much like ordinary algebraic expressions. But 
in this case also it is important to be able to write the expression on one 


line. Thus, instead of 


pe came 
Z 





we would write (X+¥)/Z. 


; , a P 
Exponents (superscripts), as in X”, cannot be used in formulas for the 
same reasons, so there is a new way to write exponents. Two asterisks in 


a row are used to indicate exponentiation (i.e., taking to a power). For 


example, x* is written X**2. The expression 


Z 
x. would be written X** (Y#*Z) 


The symbols + and - are used in the usual way, for addition and 


subtraction, and a minus sign may also be used to indicate negation, e.g,, -X. 


The symbol * is used for multiplication. This sign must always be used, 
and it is important not to drop it out as is often done in algebra. One should 


not write 2(I1 + J), it should rather be written 2*(I1 + J): 


The symbol / is used for division. 


Use of Types in Arithmetic 


Care should be taken not to mix integer quantities with floating-point 
quantities in an arithmetic expression. It is perfectly proper to write 
X + ¥ or I + J, but one must not write X + J or Le Similarly, it-is 
correct to write A(3) + 1.0, but not correct to write A(3)+1l since the constant 
1 is integer type and the array A is floating-point. Array subscripts (as 


the 3 in A(3)) are integer. 


If either operand is of unspecified type the calculation will proceed as 
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if it has the type of the other specified operand. The following table lists 
all possibilities for the binary operations +, -, *, q . Here I stands for 


integer, F for floating, U for unspecified. 


Operation Type of Arithmetic Used Types of Result 


EF op i F F 
Fopl not allowed -- 
F op U F F 
I op F not allowed -- 
EL Opsdk al i 
I op U I af 
‘U op F F F 
U op I i I 
U op U I U 


If the programmer wishes to perform the operation X + J it is possible to do 
this in floating-point arithmetic by writing X + FLOAT(J). In general if we 
have any integer expression like J+3*K(1,2,1,4) it can be changed into floating- 


point type by writing FLOAT (J+3*K (1,2,1,4)). 


The oposite function to "FLOAT" is "FIX". If we have any floating-paqint 
expression Like A(3) + 3.0*X we can write FIX (A(3) + 3.0*X) to convert it to 
integer type. In this case any digits to the right of the decimal point are 
dropped, there is no rounding. For example, FIX(3.1) = 3, FIX(+3.9) = 3, FIX 
(-3.9) =-3. If rounding is desired for a positive quantity Q, one could 
write FIX(Q+.5). General rounding for positive or negative Q can be accomp- 


lished by using some tricks which will be explained later, by writing 
FIX(Q + (Q AND O OR .5)). 
Integer division operates like FIX in dropping the fractional part. 
For example, 12/5 = 2. 


Exponentiation has some special rules. When doing integer exponentiation 
I**J, if J is negative the fractional part is dropped as in FIX. This usually 


gives a result of zero, e.g., 3¥**-2 = 0. 
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When doing floating-point exponentiation X**Y the base X must be a 
positive quantity, not zero or negative. In this case the logarithm of X 
is evaluated and multiplied by Y, then antilogarithms taken to give the 


proper result. 


It is possible to mix floating-point and integer types only in one 
case, and that is with exponentiation. Although it is illegal to write 
X + 1, it is quite all right to use X**I. It is, however, still not 
possible to use I**X,. When doing floating-point to an integer power as in 


X**T there is no restriction that X be a positive quantity. 


Boolean Operations 


When doing non-numeric calculations it is occasionally useful to use 
the 10;-digit numbers manipulated by the Univac in other ways as if they 
were 40 independent bits which were either on or off. To use all facilities 
of the Boolean operations of Fortran requires a knowledge of the way informa- 
tion is represented in the computer. However, for operations on the integers 
O and 1 (taking 0 as "false", 1 as "true") the operations NOT, OR, and AND 
have the following effect: 


ii NOT I 
e) a 
L 0 
I J I AND J I OR J 
0 @) 0 0 
e) Z O i 
i e) e) uf 
a Ae As BF 


The result of a Boolean operation has unspecified type. 


It is also possible to obtain more complex Boolean manipulations on 
entire computer words. NOT interchanges 1 and O throughout a word. AND 


is the solid-state "erase" command which produces 0 bits except where inputs are 1; 
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OR is the Solid-state "buff" command which produces 1 bits unless both 
inputs are 0. NOT, AND, OR operate differently on values of type integer, 
floating and unspecified. The result of any Boolean operation is of un- 


specified type. 


Examples: 1.0 AND LOMHHOOQOOOOO0O = LOM5000000000, 


1.0 AND 8MHHHHHHHH = 1000, 
NO. uP OR.* = LOMHHHHHHHHHH 
NOT | 8MHHHHHHHH = LOMHHOOOOOOOO . 


The result of NOT always has a plus sign, but the result of AND and OR with 
signs is difficult to predict. For simple operations like "P AND Q" where P 
and Q are simple variables or constants the sign of P is the sign of the 
result. It is best not to use AND and OR with signed numbers, except in 


the cases 
Q AND O OR .5 


which gives a constant of .5 with the sign of Q, 


or | 
-l AND O OR Q 


which unconditionally attaches a minus sign to the quantity Q. Note that 
~LOMHHHHHHHHHH is not the constant "minus all H's" because of the way sub- 
traction works on the computer; to get "minus all H's" one should write -l 


AND O OR lLOMHHHHHHHHHH . 


Precedence of Operators 


It is customary in Algebra to perform certain operations first; for 
example, in A+B*C we would calculate B times C first, then add A. If one 
writes X#*Y**Z, however, some people would interpret this as X**(Y**Z) and 
others would Saberpnet. 1 as (X**Y)**Z, Fortran takes the latter interpretation 
(which is effectively X**(Y*Z)). In certain cases it is important to know which 


order is taken by Fortran. 
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Operations are done in the following order: 


NOT 


HH 


In case of ties, operations are done left to right. 


Examples: Fortran interpretation 
A+B*C A+ (B¥C) 

A*B+C (A*B)+C 

A/B*C : (A/B)*C 

A*B/C (A*B) /C 

~XXKY — (X**Y) 

~X-Y (-X)-Y 

A+B OR I (A+B) OR I 

~X-Y-Z ((-X)-Y)-Z 

~X**-Y — (X** (-Y Y)) 


Note especially the third line A/B¥C 7 (A/B)*C which is contrary to many 


people's ideas and is a frequent source of errors. 
As a final example of writing expressions the reader should try to write 


the discriminant for a quadratic equation: vo - 4ac. The correct answer is 
BR*2 — 4.OF ARC . 


Notice several things: 


(1) The exponent 2 is written using the ** operator. 
(2) The multiplication signs between 4 and a and c must be written. 
(3) It would have been wrong to write 4*A*C because 4 is an integer 


constant which can't be mixed with floating variables A and C. 
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(4) It would have been wrong, on the other hand, to write B**2.0 
even though B is floating point, since B**2.0 is allowed 
only for positive values of B. B**2 is the correct form for 
positive, zero, and negative values of B. 

(5) The precedence of operators causes the above expression to be 


interpreted (B¥*2) - ((4.0*A)*C). 


If any of these things seem unfamiliar to the reader at this time, he 


should reread the present section. 


Array subscripts 

Any expression which is of integer type may be used for subscripts, 
with the restriction that the final value of the expression is between 1 and 
the maximum size of the dimension. A subscript expression which has the 
value 0 or less must never be used. Here are some examples, which show 


various degrees of complexity in subscripts: 


A(I+5) 

K (2,2,2,2) 

A (I¥*S+3¥ FIX ( (1/2) 
M (M (M(I+2) ) ) 
B(M(I), MWJ)) 

A ( 
K ( 


FIX(A(I))) 
K(2,2,2,2), 1, J, M(3)) 


More information about array subscripts is given in Appendix III. 


Standard functions 


To take the absolute value of a quantity, write ABS; e.g., ABS(X+Y) or 
ABS(I). The type of the result is unchanged, i.e. ABS(I) is integer type, 
while ABS(X+Y) is floating point. 
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The standard functions of analysis are standard equipment in Fortran also. 


These functions are: 


SQRT (X) 
LN (X) 

EXP (X) 
SIN (X)_ 
COS (X) 
TAN (X) 
ARCTAN (X) 


square root of X 

natural logarithm of X 
2.7182818**X ( e to the X). 
Sine of X, X in radians 
cosine of X, X in radians 
tangent of X, X in radians 


arctangent of X, in radians 


Only floating point expressions may be used as parameters, It is in- 


correct to write SQRT(I). 


Final examples of arithmetic expressions: 


The quadratic formula 


-b taf oe ~ 4ac 


7 2a 


= (-B + SQRT (B¥*2-4.0*A*C) )/(2.0*A). 


The Wolontis function 


= SIN (X) /SQRT (1. O+EXP (~X*#*3) ) 


oIN X 


jee 
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CHAPTER IV 


STATEMENTS 


In the first three chapters we have developed the basic fundamentals of the 
Fortran language. Now we are ready to learn how to put them together to 


describe a problem-solving procedure. 


The Arithmetic Statement 


The arithmetic statement, or replacement statement as it is sometimes 


called, is of the form 
variable = expression 


and means that the value of the expression is to be evaluated, then stored 


as the new value of the variable. 


Examples: 
A =B means store the value of B in A. 
I=T+l means increase the value of I by l. 
PGE) et means clear the value of T(I) to zero. T is an 
array variable. 
es eel is improper; there must be only a variable at the 


left of the equal sign. 


If the expression is of type integer and the variable is floating point, the 


statement is automatically converted into 
"variable = FLOAT (expression)" . 


Similarly a floating expression with an integer variable would be converted 
into 
"variable = FIX (expression)" . 


If several variables are to be set to the same value, this can be done by 


using several equal signs, e.g. 


X=Y¥Y =Z4=0Q,. 
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which sets X, Y, and Z all to zero. The only restriction is that the 


variables must all be of the same arithmetic type. 


Ambiguous usage should be avoided; e.g, consider 
M(I) =IT=l1. 


Supposing I has a value of 2, then is M(2) or M(1) set equal to 1? This 


Situation is undefined in Fortran and should not be tried. 


General Rules for Statements 


A Fortran program is a series of statements punched onto cards, normally 
one card per statement. The arithmetic statement which we have just dis- 


cussed is one of over 20 kinds of Fortran statements. 


Refer to the program in Chapter I; it begins with a DIMENSION statement, 
then a READ statement, and then SUM = 0.0, an arithmetic statement. 


If desired, statements can be numbered, as the statements numbered 
1, 3, and 2 in that example. These numbers needn't be in order; they merely 
serve as reference numbers. The READ statement says READ 3, and this refers 


to the FORMAT statement number 3. 


Several statements may be put on one card, if desired, by separating 


them with semicolons; for example, 


X=Y =03 I =1; M(3) = 3%I 


The GO Statement 


Fortran statements are executed in the order written, unless special 
statements to break this sequence are used. The simplest way to specify a 


change in sequence is with the "GO statement". 
Example: 
| GO 1G) 3 
means the next statement to be executed is statement number 3. 


There is also a more complex form for a GO TO statement, where transfer is 


made to one of a list of statements. Example: 


GO TO (3,3,2,4,25,1,1), I 





> DO-= 


This means, "If I is l or 2, GO TO 35 if id. 6: 34 GO TO. 2312 Lae: 2. GO TOs 
if I is 5, GO TO 25; if I is 6 or 7, GO TO 13 if I is zero, continue on", 


The list of statement numbers may be of any length. In place of I, any 
integer expression may be used. The value of this expression must not be 


negative or greater than the amount of statement numbers. 


Assigned GO TO 

The statement "ASSIGN 3 TO I" means that the simple variable I is replaced 
by the machine address of statement number 3. It is possible then to say 
"GO TO I", which would mean GO TO 3 in this case. Subscripted variables may 


not be used in this context. 


IF statement 
A powerful 3-way branch is provided by the "IF statement", 
IF (expression) n, Z, p. 


Here ny, z, and p are statement numbers, and the meaning is: if the value 
of the expression is negative, GO TO n; if the value of the expression is 
zero, GO TO z; if the value of the expression is positive, GO TO p.- 
The’ parentheses around the expression are important, even though the 


expression may be quite simple. a 


Examples: 
IF (X)3,3,5 if X is greater than zero go to 5 otherwise to 3 
IF (I-J)6,10,6 | if I equals J go to 10 elst to 6 


LF (ABS (X-XBAR)-EPSILON)2,4,4 if |X-X1< © go to 2 else 4. 


The above definition of the IF statement is good enough for all Fortran 
programs, except those which are using alphabetic or non-numeric data, when a 
more precise definition is necessary. This is because the positive constant 
IMA for example, which involves the undigit A, is less than zero. A more 
accurate definition of the IF statement deals with the internal ten-digit 


machine representations, as follows: 
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The form of an JF statement is changed automatically to 
IF (expression - expression) ny, z, p, 
if it is not of this form already, by rewriting it 
IF (expression - 0) n, z, p. 
Once the IF statement is in this form a comparison between the values of 
the two expressions is made; they are not subtracted. The result of this 


comparison, less, equal, or greater is used to make the 3-way branch, The 


rules for comparison are: 


(1) Any number with a minus sign is less than any number with a 
plus sign 

(2) The order of the digits and undigits is 
CX BCA<KO< 12603 <4 65 R OKT RE KOKA KG EE. 


It is impossible to generate the value "minus zero" in Fortran object programs 


without using Boolean operations. 


The DO Statement 


A common occurrence in programming is the desire to execute a series of 
statements repeatedly as the value of some variable gets changed a step at a 
time. For example, in our first program (Chapter I) we wanted to add up 
1/A(1) +... + 1/A(100). It is the "..." which is an immediate clue that a 


DO statement is desired. 


The statement "DO 4, I = 1, 100, 3", as one example, means: "Do all 
statements from here down to statement number 4 for values of the variable I 
equal to 1, then 4, then 7, then 10, etc. until i is greater than LOO". 
The "1" means I is to start at 13; the "100" means I is to stop at 100; and 
the "3" means that I goes up by 3 each time. 


The general form for a DO statement is 


DO statément-number, simple-variable = start, stop, step. 
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The comma after the statement number is optional and may be omitted. In fact 
in many Fortran systems it must be omitted! The other commas are essential. 


Another form for a DO statement is 


Do statement-number, simple-variable = start, stop 
in which case "step" is taken to be l. 


| In these forms, "start", "stop", and "step". represent expressions of the 
same arithmetic type as the simple variable. If these expressions are anything 
more complicated than a simple variable or constant, they are evaluated only 
once, before the DO "loop" is started. These expressions must all have posi- 


tive values, and they must not involve the simple variable; e.g., it is 
improper to write 
DO. -24. TS a 
The statements after the DO up to and including the final statement 
indicated by the statement number are called the "range" of the DO statement. 
The simple variable is called the "index" of the DO statement. A DO state- 


ment is often called a "DO loop", 


Example: 
BO: 12) 0 = 44:10 
B(J) =M(@WJ) 
12 . AQ) =I*M() 


Here the range of the DO statement is the pair of arithmetic statements, and 


the index is J. These statements cause the following to take place: 


(1) M(1) is converted to floating point and stored in B(1) 
(2) 1*M(1) is converted to floating point and stored in A(1) 
(3) M(2) converted to floating point and stored in B(2) 

( 


4) 2*M(2) is converted and stored in A(2) 


(20) LOXM(10) is converted and stored in A(10). 
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If several statements separated by semicolons are on the same card as the 
numbered statement, they are also included in the range of the DO. For 
example, the above could have been written equivalently 

DO 12, J = 1, 10 

12 BW) =M@)3 AW) = J*M() 

There may be other DO statements in the range of a DO. For example: 

DO: 7). 11 

DO 7, J = I+1, 20 

7 B(I,J) = BW,T) 

These statements cause the following sequence of operations: 
1) Bis 2) = B(2,1) 
(2). BU,3) = B51) 


(19) B(1,20) B (20,1) 
(20) B(2,3) = B(3,2) 
(21) B(2,4) = B(4,2) 


(37) B(2,20) B(20,2) 
(38) B(3,4) =.B(4,3) 


B (20,19) 


(190) B (19,20) 


The range of a DO statement is always executed at least once. The sequence 


can be written in terms of other Fortran statements, e.g.: 


variable = start 


GO TO 1 

2 IF (variable + step = stop) 1,1,3 
variable = variable + step 

tL, range of DO statement 
GO TO 2 


2 next part of program. 


apy = 


There are three important rules to observé when using DO statements: 


l. If the range of a DO statement includes another DO statement, the range of 


the latter must be entirely contained within the range of the former. 


ee It is not legal to GO TO a statement inside the range of a DO statement 
from outside the range of that statement. Entry must be made only via the 
word DO. It is quite all right, however, to go out of the DO loop from 


inside, and this terminates the loop. 
3. After a DO loop is finished, there is no telling what value the index 


variable has. If the termination of the loop was caused by a GO TO leading 


out of the loop, however, the index variable will retain its last value. 


Example: It is known that one of the elements of the 100-place array 


A is zero, but the problem is to find the Eirst one which is zero. Solution 


DO. 2. 1,100 ‘ 
TPA). 25352 
CONTINUE 
i) at this point J indicates the first zero value. 


(The CONTINUE statement does nothing but it is often used to indicate the 
end of a DO loop.) 


A final example for DO loops is to calculate ni = 1*2*3*...*n. For n 
bigger than 7, n! is bigger than four digits, so we will calculate the value 


in floating point. Solution: 


FN = N 
PACT i306 
DO 5X = 20, ENG 
a FACT = FACT*X 


{I 
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PAUSE and STOP statements 


There are two ways to stop the computer if necessary while it is 
running your program, using PAUSE and STOP statements. The allowable forms 
are 

PAUSE | 
STOP 


ox PAUSE expression 


STOP expression . 


In the latter cases the value of the expression is displayed in register A 
when the machine stops, After a PAUSE, the machine can be restarted at the 


same point in the program; but STOP is a final, unrestartable halt. 


WOTE: PAUSE can be used in a peculiar way for low-volume input and output. 
Consider the statement | 

X = PAUSE (Y) 
THE MACHINE STOPS, displaying the value of Y. The operator keys a value in 


floating-point code into register A and then depresses RUN, whereupon the 


keyed-in value is stored in X. 
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CHAPTER V 


INPUT-OUTPUT 


We now know how to compute the answers for the most complex problems 
(more or less) but still haven't a good way to get data into the computer 
and to get answers out. Fortran provides an elaborate set of facilities 
for both input and output, allowing quite flexible formats for these 


purposes. 
In the example program in Chapter I, the output statement 
PRINT 3, A, SUM 


appears. Here 3 is the statement number of a FORMAT statement (we will 
discuss FORMAT statements later), which specifies in what manner the answers 
are to appear on the page. Following the format number is a list of the 
values which are to be output. In this case A is an array which appeared 
on the dimension declaration as A(100), while SUM is a simple variable. 


This is a list of-101 outputs, 100 for A and 1 for SUM. 
Another way to write the same statement would be 
PRINT 3, (A(I), I = 1,100), SUM 
ee a notation analogous to DO loops is used. 


To illustrate these "implied DO loops" we will dive into an extremely 
complicated example. If the reader can figure out the following example 
he will have no trouble with any input-output lists: 

PRINT 3, A, B(3), (C(I), D(I,K)**2, I=1,10), 
((E(I,J), I=1,10,2), F(J,3), J=1,2*K) 


The following "program" describes what happens: 
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DO. Me ie Lee 

i OUTPUT A() 
QUTPUT B(3) 
DO.2, = 1510 
QUTPUT C(I) 

2 OUTPUT D(I,K)**2 
DO>.3. BSL BFK 
DOuge- to 10, 2 
OUTPUT E(I,J) 

3 OUTPUT F(J,3) 


As another extreme, the list may be completely empty, although the 


comma must still appear: 
PRINT: 33, 


In this case no answers are output, but the format 3 might be merely a 


title line or one which skips to the top of a page. 


The items appearing in an input list may only be variables, but any 
expression. is permitted in output lists. In the example above, D(I,K)**2 
would be allowed in an output list, but not in an input list. The only 
restriction is that functions occurring in input-output lists do not use 


any input or output themselves. 
The general forms of input-output statements are: 


READ format-number, input list 
PUNCH format-number, output list 
PRINT format-number, output list 


Instead of the format number, a Simple variable may be given which was 
assigned the format number in an ASSIGN statement. 

Input-output of arrays with more than one dimension are done by varying 
the left-hand dimension most rapidly. For example, 


DIMENSION D(2,4,6,8) 
READ 2, ~D | 
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would cause the input to go in the following order: 


Doe, 20,8 
DOr. -S-y6 
Ded. 2K etse 
DO: “ae 

rf INPUT D(L,K,J,I) 


FORMAT Statements 
The format for input-output is given as a string of peculiar looking 
items which are a kind of program in themselves. The format statement looks 
like 
n FORMAT ( String ) 
where n is the number of format statement. 
Example: 2 FORMAT (15H THE ANSWERS ARE,3X, 315) 


In this example the first 15 columns are for the title "THE ANSWERS ARE", 
Then the "3X" specification means to leave 3 blank spaces. Finally, 315 


indicates 3 outputs of integer numbers, each taking a 5-column field. 


If we wrote PRINT 2, 30, - 512, 01 this would print a line with the 


following information at the left: 
THEbANSWERSbAREbbbbbb30b—51l2bbb1 


where we use the small letter "b" to indicate a blank column. 


Output Formats 


Now we will give the more precise rules for specifying format. At 
first, we will consider only output formats, as if they were written for a 
printer, It would be similar for a punch, except that "skipping a line" 
means punching a blank card, and only 80 or 90 columns may be punched on 


a card while a printer can hold up to 130 columns. 


The format specifications are of the following forms: 
1. wH followed by w characters, means the w columns are to be filled 
with the characters specified. For example 3HXY= means "XY=" is 


to be printed. 
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wX, means insert w blank columns. 


Iw, must be used only with output expressions which are not 


floating point. The integer value is printed at the right 
of a field w columns wide, with a preceding minus sign if 

it is negative. The example above, with 15 and a value of 
-512, prints b-512. If for any of these outputs w is too 

small, an asterisk is printed. For example, trying to 


print -512 with the format [3 would print bb*. 


Ew or Ew.d, (Ew is equivalent to Ew.0) means floating-point 
output and must not be used with integer outputs. The number 
of columns, w, must be at least d+6. Otherwise the field 
overflow asterisk is printed. The number is printed in 
floating-point constant format with the E being used to 
indicate power of ten notation. Signs are printed for both 
the exponent and mantissa. A plus is indicated by a blank 
column. If more room exists in the field, blanks will be 


filled on the left. 


Fw or Fw.d, (Fw is equivalent to Fw.0) means floating-point 
output with a fixed place for the decimal point on the answer 
form, without an E exponent. F must not be used with 
integer outputs. Exactly d digits are printed to the right 
of the decimal point and the sign appears at the left of the 
field with a plus sign being indicated by a blank column. The 
field width w must be at least dte 


Examples 
Machine Representation Format — Out put 

5031415927 F300 b3. 

-5031415927 3 -3. 
5031415927 F8.4 bb3.1415 
5031415927 F6.5 —- bbbbb* 

-4827160000 F4A.1L — bbb-.0- 
6031415927 F10.8 bbbbbbbbb* 
6031415927 F13 b31415927000. 


(Here b is used to denote a blank column) 


lO. 
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Aw, means alphabetic output of .w columns. The output should 
be values in the form ZZZZZNNNNN or PPPPPUUUUU as described in 
Chapter II under Hollerith constants. If w is greater than 
5, an error is indicated during the running of the object 


program. 


Mw, means machine output of w columns. The output should be 
values in the form as described in Chapter II under Machine 

constants. If w is less than 10 the rightmost w characters 
are used. If w is greater than 10 an error will be indicated 


during the running of the object program. 


I, E, F, A, and M formats may be preceded by a repeat number 
which indicates how many adjacent fields have the same specifi- 
cation. For example, "2I10,3E20.6" is equivalent to "I10, I10, 
E20.6, E20.6, E20.6", 


A string of specifications may be grouped in parentheses and 
preceded by a repeat number. For example, "2(I10,F20.6)" is 
entirely equivalent to "I10, F20.6, 110, F20.6". If the 

repeat number is omitted, it means infinite repeat, i.e. 
repeating until the output list is exhausted. In particular, 
the whole FORMAT string is enclosed in parentheses without a 
repeat number, thus specifying infinite repeat. The termination 


of output occurs when 


ae AntIl, E, F, A, or M field is to be processed but there 


are no more values in the output list. 


b. The ")" of an indefinite repeat is encountered and there 


are no more values in the output list. 


/, means print the preceding information: (or a blank line if 
there was no preceding information). One can also say n/ which 
means print (or punch) the preceding information followed by 


n-l lines (or cards). 
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ll. Format specifications are separated by commas. No comma is 
actually necessary after a ] or P or X or H field, but 


extra commas don't hurt. 


12. The specification nP or +nP or -nP found in certain 
versions of Fortran is allowable in a format string but is 


ignored by the standard USS format package. 


Input Formats 


Input formats are very similar to output formats; in fact, exactly the 
same format string may be used to input data from cards as was used to punch 
it onto cards. There is much more flexibility, however, which is provided 


for economy in key-punching the cards. 


1. Blank columns are ignored, and the number may appear in any 


place in the field on I, E, and F formats. 


2. Plus signs can be indicated by blank columns, or by punching 


a+ sign or an & sign. 


3. Numbers input for E or F fields may be in either E or F 
format. The decimal point may be punched in any column, so that 
if a decimal point is punched in the card the "d" part in Ew.d 
has no effect. However, if no decimal point is punched, d 


decimal places are assumed. 


4. An E need not be punched, it may be replaced by a plus sign 
(or, if the exponent is negative, by the minus sign). Thus, 
3.1415 is like 3.14E5, 3.14-5 is like 3.14H-5. 

5. M input is not allowed on the 90-card system (version 9000 


of Fortran). 


6. wH on input means that the w characters read from the card 
are to replace the w characters of the format string; later 


references to this format string use the new characters. 
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CHAPTER VI 


SUBPROGRAMS AND SPECIFICATIONS 





A Fortran program may be divided into independent parts called subprograms. 


The general layout of the program iss 


{ subprogram } 
END 

{ subprogram} 
END 


° 
e 


{ subprogram} 
END 


FUNCTION declarations 
The beginning of a subprogram may be a Function declaration, e.g., 
FUNCTION F(X,Y) 


Here F is the name of the function, and X and Y are parameters of the 
function. There are one or more parameters, whose identifiers are simply 


listed on the FUNCTION card. 


The value of the function is determined by assigning a value to the 


function name, treating it as a simple variable. 


Exit from a function must be made by using a RETURN statement or by 


running across the END card. 


As a simple example of a function, here is one which evaluates /X+Y 


if X+Y is positive, else is defined to be zero: 


FUNCTION F (X,Y) 
IF (X+Y¥)1,1,2 

F = 0.0; RETURN 

F = SQRT (X+Y) 


END 
In another program, one could write S=F(T,Q)+F(2.0,F(T,Q)). 
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DIMENSION declarations 


Every array variable must appear in a DIMENSION declaration before it 
is first used as an array. The DIMENSION declaration merely lists arrays 


with the maximum subscript sizes, e.g. 
DIMENSION A(10) ,B(3,15),K(8,2,2,4,7) 


indicates that A, B, and K are array variables, with 1, 2, and 5 subscripts, 


respectively. 


COMMON declarations 


Because subprograms are independent, the identifier X will represent 
an. entirely different quantity in a different subprogram. Various sub- 
programs can communicate with each other by using parameters, but there is 
another powerful way to communicate, by using the COMMON declaration. For 


example suppose in one subprogram we have the declarations 


DIMENSION A(10), B(20,20) 
COMMON ALB, 


and in another we have 


DIMENSION A(100), B(200) 
COMMON ASB 


The memory space used by programs is divided into three parts: program 
storage, data storage, and common storage. Program storage is used for the 
machine code instructions corresponding to the Fortran program, data storage 
is used for constants and variables not declared COMMON, and common storage is 
used for variables which appeared in the COMMON declaration. Each subprogram 
has its own program area, and data areas, but all use the same COMMON area. In 


the example above COMMON would look like this: 





ee 


Location (C is base) Subprogram 1 Subprogram 2 
C | A(1) A(1) 
C+1 A(2) A (2) 
C+9 | A (10) A (10) 
C+10 B(1,1) A(11) 
C+11 B(2,1) A (12) 
C+29 B (20,1) A (30) 
C+30 B(l,2z) A (31) 
C+99 B(10,5) A (100) 
C+100 B(11,5) B(1) 
6+299 | B(10,15) B (200) 
C+300 B(11,15) X 
C+409 B(20,20) not used 
C+410 1 not used 


There are always at least 700 memory cells allocated to COMMON storage, 
and this storage has the highest possible priority, so as much data should 
be put into COMMON as possible. More details about storage allocation will 
be found in Appendix V. 


EQUIVALENCE declarations 
NOTE: The 8002 and 9002 versions of Fortran do not allow EQUIVALENCE. 
The EQUIVALENCE declaration allows several identifiers to name the same 
variable. For example, 
EQUIVALENCE (X,Y), (1,J,K) 
states that variables X and Y are the same, and variables I, J, and K are 
the same. 


The EQUIVALENCE declarations are affected by preceding DIMENSION and 
COMMON. Suppose, for example, X is an array variable but Y is not. Then 
EQUIVALENCE (ie) indicates that the simple variable Y is the same as the 
first location X(1) of the array X. 
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If a variable occurring in an EQUIVALENCE has appeared in a dimension 
statement, constant subscripts may be given for it, e.g. EQUIVALENCE 
(X(3),Y) which states that Y is the same as the third location X(3) of 
the array X. | 


~ Several dimensioned variables may be equivalenced. For example, 


DIMENSION X(100), ¥(100), Z(100) 
EQUIVALENCE (X(O), Y¥(50), Z(100)) 


The subscript QO is allowed only in an EQUIVALENCE statement; negative 


subscripts are never allowed. The preceding reserves 200 locations 


Pet — or 
© © © 
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according to the pattern shown in the diagram. 
A further example of what can be done using EQUIVALENCE is: 


DIMENSION A(100), B(50) 
EQUIVALENCE (R,A(O)), (S,A(1)), (T,B(2)), (A,B,C) 


which allocates 101 storage locations as follows: 


—~ © 
oa RD) aa) 
<< (24) <q 

fe, 
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When any variables are equivalenced to variables in COMMON, no change 
of the COMMON assignment occurs. The COMMON statement specifies, once and 
for all, how COMMON storage is allocated. 


The important thing is, what cannot be done using EQUIVALENCE? 





(1) Two things may not explicitly or implicitly be equivalenced 
if they have both been assigned in COMMON. 


(2) Two things which are already equivalent may not be made 
equivalent again. For example, you can't say EQUIVALENCE 
(X,Y), (X,Z), (Y,Z). Redundant things should be dropped. 


(3) Nothing should be assigned to a place less than the lowest 
address of COMMON or greater than the highest address of 


COMMON. 


(4) Nothing should be equivalenced to a parameter. 


Order of Declarations 


Important: The declarations listed above must appear in the following order 


if used: 


FUNCTION or SUBROUTINE 
DIMENSION 

COMMON 

EQUIVALENCE 

Rest of program 

END 


Functions and Subroutines 





A subprogram may be designated as a FUNCTION, as mentioned earlier, or as 


a SUBROUTINE. The differences are: 


(1) A FUNCTION has a numerical value when it is used, but a 
SUBROUTINE does not. 


(2) A SUBROUTINE need not have any parameters at all. 
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With both SUBROUTINE and FUNCTION, exit should be made by means of a 
RETURN statement. 


The parameters to a FUNCTION or SUBROUTINE may be 
(1) Simple variables 
(2) Array variables. 


Ifa parameter is an array variable, it should appear in a DIMENSION 


statement. 
-For example, 
SUBROUTINE  SUBI1(A,IA, S) 
DIMENSION A(20,20), IA(100), B(30) 
indicates that A and IA are array parameters, while S is a simple 
variable parameter, and B is a new array which is internal to the subroutine. 
A maximum of 40 other subprograms may be called by any one subprogram. 
A SUBROUTINE is used by another subprogram by using the CALL state- 
ment, CeBey 
CALL. SUB1(Q,KA,T) 


which means that the array Q is used in SUBL wherever A appears there, 
that KA is used for IA, and that the simple variable T disused for S. 
Suppose in SUBl1 we have the statement S = A(IA(3),J)* S; then when CALL 

SUB 1(Q,KA,T) is performed the action is 


T = Q(KA (3) ,J)*T 
The variables A, IA, and S are called "formal parameters", while the variables 


Q, KA, and T are called "actual parameters". When a FUNCTION or SUBROUTINE 


is called, the actual parameters effectively replace the formal parameters. 


In a statement such as S=expression, where S is a formal parameter, it 
is assumed that the actual parameter will be a variable also, for it would 
make no sense if the actual parameter were a constant or an expression. It 


is also assumed that the actual parameter is not the index variable of a DO 





loop, for it is not legal to change that index variable by means of a 


FUNCTION or SUBROUTINE. 





= 38 - 


A SUBROUTINE without parameters would be declared simply by giving its 


Name, C.Loy 
SUBROUTINE ADJ 

This subroutine is used by saying 
CALL ADJ 


The number of parameters when calling a FUNCTION or SUBROUTINE can be less 
than the number of parameters in the declaration as long as the missing 
parametérs are not used. A FUNCTION can be called by using a CALL statement 
but then its numerical value is lost; to get the numerical value, a FUNCTION 
should be embedded in an arithmetic expression. It would be wrong, however, 
to call a SUBROUTINE by embedding it in an expression since there is not 


numerical value. 


NOTE: The object program for FUNCTION and SUBROUTINE assumes that simple 
variable parameters will be used at least 4 places within the subprogram 

for most efficiency. If, however, a formal parameter which is a simple 
variable is used only once or twice inside the subprogram, it is efficient 
to declare it as an array variable of length 1 and to use it in that fashion. 
For example, if S as a formal parameter is only used in one place such as 


T=S in the subprogram, it is best to write 


DIMENSION S(1) 
and then T = S(1) 


achieving the same effect with a faster running program. 


Here is an example of a SUBROUTINE which finds the roots of a quadratic 


equation, assuming there are two real roots: 


SUBROUTINE QUADROOT(A,B,C, ROOT1,ROOT2) 
D = BY¥2 — 4,0*AXC 
IF (D) 1,22 

i STOP 
E = 2.0*A; F = - B/E; D = SQRT(D)/E 
ROOT1 = F+D; ROOT2 = F-D 
END | 
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A very slight increase in the speed of the running program could be made 
here by writing parameters as "dimensioned variables" since this subroutine 
is so short. 

In another subprogram the statement 


CALL QUADROOT (1.0,B,C+H,X1,X2) 


would set Xl and X2 to the two roots of the equation x +. BA sh GH =O, 
It is important to match up arithmetic types between the actual and formal 


parameters. One could not get any meaningful answer if he wrote 


CALL  QUADROOT (1,B,C+H, X1,X2) 


To solve x* + 1X + J =O we could write 


CALL QUADROOT(1,0, FLOAT(I), FLOAT(J), X1, x2). 
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CHAPTER VII 


OPERATING INSTRUCTIONS 


Punching Fortran Statements onto Cards 


Fortran programs are written on coding forms which correspond to the 


way the statements get punched onto cards. 


If column 1 is a "C" the entire card is a comment so it is not processed 


by the translator exéept to appear on the listing of the program. 


If column one is a "#" the card is a special reserved-word card des- 


cribed in Appendix I. 


Otherwise columns 1-5 are used for statement numbers. If this is not a 
numbered statement, columns 1-5 are left blank; otherwise the statement 


number is punched anywhere in columns 1-5. 


Column 6 is the "continuation column". It is usually left blank, but 
if it is punched it should be punched with a numeric digit. The number 0 
is equivalent to blank, but any other digit indicates that this card is a 
continuation of the preceding statement. Columns 1-5 are ignored on continuation 


cards. 


Column 7 is where the Fortran statement starts. On 80-column cards the 
statement is punched in columns 7-72; Columns 73-80 are ignored. 
On 90-column cards the statement is punched in columns 7-40 and in columns 46-85. 


Columns 41-45 and 86-9 at the right edge of the card are ignored. 


END cards are special in that information after the word END is ignored; 


and there should be no continuation cards after an END card. 


Batch compilation of subprograms 


cubprograms are of three kinds: 
(1) FUNCTION, indicated by a FUNCTION declaration. 
(2) SUBROUTINE, indicated by a SUBROUTINE declaration. 
(3) MAIN PROGRAM, indicated by a lack of FUNCTION or SUBROUTINE 


declaration. 





a ne 


Each subprogram terminates with an END card. 
Any number of subprogrartis may be compiled together. 


The object program cards can be separated (their format is given in 


Appendix V), and each subprogram is an independent unit. 


When running the object program, any subprograms (possibly even compiled 
on different days or on different machines) may be put together with the 
restriction that there is exactly one MAIN program, all the rest are FUNCTIONs 
or SUBROUTINES. The program starts by executing the MAIN program. 


There is another form of compilation, called "load-and-go", which is 
possible. In this form, all subprograms which are to be run are compiled 
together and then they are immediately loaded and the object program is 


executed. 


Header cards 


Each subprogram has associated "header cards" which give its requests 
for amounts of program, data, and common storage and also its requests for 
other subroutines used. Header cards have an identifying punch in column 
6 ( 0 on 80-column cards while other cards have 1, blank on 90-column cards 
while other cards have 0). On 80-column systems header cards are ejected 


automatically into a special pocket after punching. 

The header information is printed with each subprogram. The user will 
ordinarily not concern himself with this information but the meaning will be 
given here for reference: 


First word : ZZZZZNNNNN name of the subprogram (MAIN* is 
used for a MAIN program) in MC-6. 


Second word : POCCCC QQQQ P = priority of data storage, 
CCCC = amount of common storage, QQQQ = amount of 


data storage. 


Third word : P1O001QQQQ P = priority of program storage, 
QQQQ 


amount of program storage. 


Succeeding words: 


Input deck 


Bs J 





ZZZZZNNNNN names of subrottined called, in MC-6 


code. Library subroutines are named FLPK* , 
EXPK*, EDPK*, TRIG*. 


The input decks are arranged as follows: 


Batch Compiling 


1. 


Ae 


De 
6. 


Compiling: 


Translator 


Fortran subprograms 
(in any order, each ends 
with END card) 


Running: 


Loader 


Header cards (for 
each subprogram desired) 


Library 


Program cards (for each 
subprogram desired) 


Transfer cards 


Data (if any) 


Load-and-go 


Translator 

Fortran subprograms 

(in any order, each ends with 
END card. One of these is 
the MAIN program) 

Loader 


Library 


Program eards from the punch 
hopper-delete header cards. 


Transfer card 


Data (if any) 


Note that header cards are not necessary in the load-and-go mode of 


operation. 


ecards for programs that will not be used. 


Calling sequence 


Also that it does not hurt to include header cards or program 


To load in either the Fortran Translator or the Fortran Loader, set the 


console switch to "9800 suppress" and proceed as follows: 


ds 


Ae 


Set computer on one instruction 


Key 96 0001 0025 for 80-column versions, 


96 0000 0021 for 90-column version into register A 
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3. Key 72 0000 OOOA into register C. 
4. Depress CONTINUOUS, GENERAL CLEAR, and RUN. 
5. Stand back. 


If only one card has read in and the computer loops, you forgot to throw 
the switch to 9800 suppress. It is not necessary to reload the cards, 


you can restart without any trouble: 


ae Set the computer on one instruction. 

b. Set the switch to 9800 suppress. 

c. Key into register C the instruction 
OB 0399 0073 for 80-column cards 
OB 0399 0122 for 90-column cards 

d. Depress CONTINUOUS, GENERAL CLEAR, RUN. 


If the machine stops with 1111 in the m address during loading of the decks 


one of the following has occurred: 
a. The reader hopper is full; to continue remove the cards from 
the full hopper and depress GENERAL CLEAR, RUN. 


b. The cards are out of sequence (the sequence number is in 
columns 7 thru 10). The number of the next card expected 
is displayed in the four low order digits of rA. Take the 
cards from the reject hopper, reorder them and place the 
deck back into the reader. Depress GENERAL CLEAR, RUN. 


c. A sum check failure occured. This is probably just a reader 
error, take the cards from the reject hopper and place them 
in front of the remaining deck. Depress GENERAL CLEAR, RUN to 
try again. 


The object programs start in location 0004 and end. in location 0010. 


Error stops during translation 
The following stops may occur during translation (identified by the m 


address in register C) 


1111 : Read-punch unit off normal. Fix, depress RUN. 


1112 


1212 : 


eeee 


R223 


3333 : 


OAZA 
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The card which has just been read at the 2nd read station of the 
punch unit has either been punched improperly or has been read back 
improperly. This is a potentially dangerous and unrestartable 
situation, but if you choose to ignore it you may depress RUN. The 
loader will reject the card if it is actually punched improperly; 

and it may be possible to correct a bad card by hand, if you are 
familiar with the card format (Appendix V). The safest policy, 
however, is to run an’ END card followed by the last subprogram 

back through the translator, if doing batch compilation; else start 
from scratch if doing load-and-go compilation. Discard the mispunched 


cards. 


Too many identifiers and/or constants in a subprogram. Correct program 


by dividing it into several smaller subprograms. 
High-speed reader off normal. FIX, depress RUN. 


The high-speed reader should now be off-normal; this is the normal 
stop on "out of cards". Insert more cards into hopper, depress 

GENERAL CLEAR, and RUN. Or, if this is the end of a batch compila- 
tion, take your cards out of the reader and punch and sit down, you 


are done. 


If the 2223 stop occurs with the high-speed reader normal 
this indicates that somehow somebody stopped the translator program 
and hit GENERAL CLEAR before restarting, or else there is a card jam. 
Chéck if all cards in the reader stacker have been printed on the 
printer; insert in the hopper the Fortran cards starting with the 
first card not printed. 
The high-speed printer is off normal. Fix, depress RUN. 
This stop looks like "HLT X xX", An attempt is being made to do 
load~and-go compilation but either 
1. An error has been detected in the Fortran statements so 
you cannot "GO". 
or 2. The number of words of header information has exceeded the internal 
capacity, so the program should be run as if it were a batch compila- 
tion. This is the case if no error messages were printed during 


translation. 
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The translator should not stop for any other reason. If it does it represents 
an accumulation of errors in the Fortran statements. The user may attempt to 
restart by transferring control to location 4140 without depressing GENERAL 
CLEAR, 


Error stops while loading: 


geek : Reader off normal. Fix, depress GENERAL CLEAR, RUN. 


Reel : A sum check failure occurred. This is probably just a reader error, 
take the cards from the reject hopper and place them in front of the 
remaining deck. Depress GENERAL CLEAR, RUN to try again. 


1001 : The cards are out of sequence (the sequence number is in columns 7 
thru 10). If the problem can be solved by reloading the deck beginning 
with the expected sequence number do so and continue by depressing 


GENERAL CLEAR and RUN. (the expected sequence number is displayed in 
rA). Otherwise you will have to restart. 


1002 : Two definitions for the same external reference entry have occurred. 
This is not restartable. 


1003 : An entry definition line (relocation digit 6) has occurred for a 
routine that does not exist. This is not restartable. 


1004 : Header cards out of sequence. This is not restartable. 


1007 : The header cards for a necessary subroutine have been omitted. 
This is not restartable. 


1008 : Too many subroutines have been used. Reduce the number so that 
there are fewer than 200. 


1009 : The Fit Table does not contain a memory section long enough to 
fill the current request (see Appendix V). 


3333 : The printer is off normal, repair, depress GENERAL CLEAR, and RUN. 


Error stops while running 


When the object program is running the following stops may occur: 


1245 : A PAUSE statement has occurred. The contents of rA may be changed. 
Depress RUN to continue. 


5421 : A STOP statement has occurred. Depressing RUN sends control to 
location OO10. 
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nae : Punch off normal. Fix, depress GENERAL CLEAR, RUN. 

2222 : Reader off normal. Fix, depress GENERAL CLEAR, RUN. 

3333 : Printer off normal. Fix, depress GENERAL CLEAR, RUN. 

In addition to the above stops the following errors may be printed on the 
High Speed Printer in the form ERROR nnn. 

OOl Exponent overflow 

002 Division by zero 

003 Square root of a negative number 

004 Logarithm of a number less than or equal to zero 

005 Sine of a number greater than 10° 


006 Integer division with a result whose magnitude is greater than 9999 


007 Result of fixing a floating-point number is larger than 9999 or less 
than -9999. 


900 Undefined format Letter. 

902 Format and input (or output) list is incompatible. 

906 The w field in an A format specification is bigger than 5. 

907 The w field in an M output specification exceeds 10. 

967 The M output specification was given on the 9000 compiler system. 
968° The M input specification was given on the 9000 compiler system. 


969 More than 5 columns of A input or more than 10 columns of M input were 
requested. 


971 «An "E" or a "." occurred on an I specification input. 


972 An input value has too large a power of ten exponent. 


Error messages during translation 


Extensive checking of the Fortran program is made by the translator. 


If errors are found they are printed along with the source statements. 
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Such an error message will always appear after the line on which the error 
was made, but it may appear one or two lines after the erroneous line. That 
is, an error message need not apply to the immediately preceding line and in 


many cases it doesn't. 


After an error has been detected, the translator attempts to keep 
rumrine. Since it is then dealing with potentially bad information, however, 
successive error messages after the first may not be actual errors in the 
program. If no apparent errors are noted, fix the first one and sometimes 


the others will go away as if by magic. 


No guarantee is made that all syntactical errors will be detected, 
just most of them. In fact, no doubt many users will discover that quite 
a few of the restrictions in this manual are not enforced and that a knowing 
use will allow them to achiéve certain "nice" effects in their programs. To 
these people we say, "Do not try to run your programs with any other Fortran 


system, or on next year's Fortran system". 


Here is a list of error printouts which might occur, and their theoretical 


significance: 

Enror Meaning 

A/I ERROR Attempt to mix up arithmetic types, e.g. A/T 

A¥I ERROR Attempt to mix up arithmetic types, e.g. A*l 

A+I ERROR Attempt to mix up arithmetic types, e.g. Atl 

BAD CONSTANT An impropér constant; e.g., a floating point 
constant out of range. Or, perhaps a multi- 
plication symbol was forgotten. 

BAD DIMENSION An array of too large a size has been declared, 


or a DIMENSION declaration has been fouled up 
e.g., DIMENSION A(B), C(3.8) etc. 


BAD EQUIVALENCE One of the rules for EQUIVALENCE statements has 
been violated, or an attempt has been made to 
include an EQUIVALENCE declaration in version 
8002 or 9002 of the translator. 


BAD LABEL 


BAD MESS 


EXP # ERROR 


EXTRA COMMA 


EXTRA OPERAND 


EXTRA RIGHT PARENTHESIS 


EXTRA SUBSCRIPT 


F(I) ERROR 
FLOATING SUBSCRIPT 


FLOATING SUBSCRIPT OR 
I*A ERROR 


I+A ERROR 
I**A ERROR 
I/A ERROR 

I'M FULL 
MISSING COMMA 


MISSING LEFT PARENTHESIS 
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Something besides a label has occurred in 
label context; perhaps in columns 1-5 of 
the card. By label we mean a statement 
number... 


An accumulation of errors has caused the 
translator to get completely lost. There 
is no telling what was the last straw. 


An expression has occurred on the left 
Side of an equal size, not just a variable; 
e.g., XtY = Z. Cause might be an array 
variable which was not DIMENSIONed; or an 
attempt to write an arithmetic function 
statement (which is not allowed in this 
FORTRAN) such as F(X) = Xt+Z. 


A comma has occurred where there was no 
occasion for it. 


Too many quantities and not enough operators 
to go around, e.g. "Y = X3" with a space 
between X and 3; or an expression which is 

not set equal to anything. This may also 
indicate a "spurious continuation card" 

with some strange thing in column 6 by mistake. 


Arig ht, parenthesis has occurred with no corres- 
ponding left parenthesis. 


More subscripts have appeared than were given 
in the DIMENSION declaration for an array 
variable. 


Integer expression used as parameter to a 
function such as SQRT. 


A floating-point expression has been used for 
a subscript. 


Floating subscript or attempt to mix up 
arithmetic types, e.g., I*A. 


Attempt to mix up arithmetic types e.g. It+A. 
Attempt to mix up arithmetic types, e.g., I**A. 
Attempt to mix up arithmetic types, e.g., T/A. 

1212 stop has occurred. See above under 1212 stop. 


You forgot a comma somewhere, e.g., in an IF 
statement. 


A left parenthesis has been left out e.g., 
after the word IF. 


MISSING OPERAND 


MISSING RIGHT PARENTHESIS 
MISSING SUBSCRIPT 
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A quantity has been forgotten, e.g,, a 
statement "Y="" with nothing at the right. 

This may also indicate a "spurious continua- 
tion card" with some strange thing in column 6 
by mistake. 


An unmatched left parenthesis was used. 


A dimensional variable used without a sub- 
script in an illegal place. 


[IF NOTHING ELSE WORKS, READ THE INSTRUCTIONS] 
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APPENDIX I 


In addition to the features already described, a few more things 


have meaning in USS Fortran II. 


THROUGH 
The word THROUGH can be used in place of the word DO. For example, 
THROUGH 7, V = 5.0, X-Y¥, 1.0 


can be used. THROUGH is almost equivalent to DO; the only difference is 


a possible difference in the object program, as explained in Appendix IV. 


TRACE 


To aid in debugging a Fortran program, "tracing" is provided. When 
tracing is in operation, the result of every arithmetic statement is printed 


on the printer. For example, the printer listing might contain 
Y = 5010000000 0437 | 

when the statement Y=1.0 is executed. The printout is 
variable namé = value in internal code loc 


(The "loc" is a cryptic reference to the place in the program and is the 
machine location of the beginning of the following statement. This can be 
correlated to the place in the symbolic program, if necessary, as explained 


in Appendix VI.) 
This printout occurs for 


l. Arithmetic statements 
2. ASSIGN statements 
3. READ statements on input. 


On the 90-card system (version 9000) the name Y is not printed in alphabetic 
form, only in ZZZZZNNNNN code (MC-6). 
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APPENDIX I (continued) 


Modes of Compilation 


There are four independent modes which ¢an each be "turned on" or 


"turned off" when compiling. These are LIST, TRACE, CORE, and CARDS. 


The statement "LIST", for example, may be inserted anywhere in the 
Fortran program and it causes LIST mode to be turned on. Any of these 
four words may be preceded by the word "NO"; for example, "NO LIST" 
would cause LIST mode to be turned off. 


TRACE mode: When trace mode is on, additional instructions are inserted 
in the object program to cause entry to the TRACE subroutine described 


above whenever an assignment occurs to a variable. 


LIST mode: When list mode is on, the compiled instructions of the object 
program are printed as they are generated. The format is explained in 


Appendix VI. 


CARDS mode: The object program is punched onto cards; if CARDS mode is off 
there is no object program punched. "NO CARDS" is used when merely checking 


for errors in a newly-written program. 


CORE mode: Whenever a solid state II is used and there is a chance that the 
data storage or common storage may be located in core, CORE mode must be in 
effect. There are two differences in the object program when CORE mode is 


Ones 


1. The method of assigning program locations is changed to 
make the program run approximately 8 times as fast when 


data is in core, or 4 times slower when data is not in core. 


2. In certain cases the object program which would work on the 
drum will fail when relocated in core storage, so extra 
instructions are added when CORE mode is in effect to make 


it work in either case. 
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APPENDIX I (continued) 


When the translator is loaded into the computer it is in the following 


state: 
8001-9000-9001 versions | 8002-9002 versions 
NO TRACE . NO TRACE 
NO LIST NO LIST 
CARDS CARDS 
NO CORE . CORE 


Using CORE and NO CORE it is possible to compile programs on one computer 
configuration to be run on another configuration. (Programs may be run 


on a step configuration or any combinations of drum or core.) 


Caution. The modes of compilation are not reset when entering another 
subprogram, so if using any non-standard mode it should be reset at the 
end of each man's program so as not to affect others in a large batch 


compilation. 


Another word of warning: It is completely disastrous to change from CORE 
to NO CORE, or vice versa in the middle of a subprogram: These should be 
changed only at the beginning or after the END card, or else end the program 
with | 

STOP ; NO CORE 

END 


instead of merely END. There is no similar problem with TRACE, LIST, or 
CARDS which may be turned on or off anywhere. 


Reserved words 


The following feature is actually intended only for those with an 
intimate knowledge of the Fortran translator, but can be used in certain 


cases by anyone to create a new reserved word. 


A card with a "#" in column 1 is used for this purpose. Starting in 


column 7, give an identifier which is not already a reserved word. After 
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APPENDIX I (continued) 


the identifier give a 10-digit constant which is in a special code telling 
the "meaning" of the new reserved word. The following cards can be used 
to enter new reserved word codes for standard functions to end with "F", 


for compatibility with some other Fortran compilers: 


# SQRTF 10M98411 90000 


# SINF 10M9841200000 
# COSF 10M9841210000 
# TANF 10M9841220000 
# ATANF 10M9841230000 
# LOGF 10M9841240000 
# EXPF 10M9841250000 
# ABSF 10M984,1260000 


These cards should only be used at the beginning of a subprogram. They 


affect all succeeding subprograms. 


Punching a Translator Deck 
To punch a translator deck, if it is desired to modify the translator, 
make the modifications when it has been loaded on the drum (possibly adding 


a few reserved words) and read in a card like 
C USS FORTRAN II *** VERSION (number-month-date-place) 
This title will appear as the first line printed on every compilation. 


Transfer control manually to location 2200; the compiler will be 
completely punched out except for several cards of its loading routine 
which are unchanged at the beginning and the five cards at the end of the 


deck. Cards are identified by sequence numbers in columns 1-10. 
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APPENDIX II 


Summary of Statements and Reserved Words 


Statements allowed 


(Brackets are used to indicate optional parts of the format.) 
Arithmetic statement : variable = expression 
fe) 


ig , é : 
variable = variable = expression, etc. 


GO statement | : GO fTO} statement—number 


Assigned GO : GO {TO} simple-variable 

Computed GO : GO {TO} (list of statement numbers), integer 
expression 

Assign statement : ASSIGN statement-number {TO} simple-variable 

IF statement : IF (expression) negative, zero, positive 

DO statement : DO statement number {,} variable-start, 
stop {,step} 

THROUGH statement : THROUGH statement number ist variable = start, 
stop {,step} 

CONTINUE statement : {CONTINUE} 

PAUSE statement : PAUSE {expression} 

STOP statement : STOP {expression} 

FUNCTION declaration : FUNCTION name (parameter list) 

SUBROUTINE declaration : SUBROUTINE name { (parameter list) } 

CALL statement : CALL name { (parameter list)} 

READ statement : READ format, input list 

PUNCH statement : PUNCH format, output list 

PRINT statement : PRINT format, output list 

FORMAT statement : FORMAT (format string) 

RETURN statement : RETURN 

DIMENSION declaration : DIMENSION array list 

COMMON declaration ; COMMON variable list 


EQUIVALENCE declaration : EQUIVALENCE list of equivalences 
(not on versions 8002 or 9002) 


MODE declarations 


END statement 


List of reserved words 


ABS 
AND 
ARCTAN 
ASSIGN 
CALL 
CARDS 
COMMON 
CONTINUE 
CORE 

COS 
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APPENDIX II (continued) 


: {NO} TRACE 
{NO} LIST 
{NO} CORE 
{NO} CARDS 
: END 
DIMENSION IF RETURN 
DO LIST SIN 
END LN SQRT 
EXP NO STOP 
EQUIVALENCE NOT SUBROUTINE 
FIX OR TAN 
FLOAT PAUSE THROUGH 
FORMAT PRINT TO 
FUNCTION PUNCH TRACE 
GO READ 





= 56 a 


APPENDIX III 


ARRAY SUBSCRIPTING 


Arrays are stored internally so that the left-most subscript varies 
most rapidly, then the next from the left and so on. For example, consider 


the 8 locations allocated for DIMENSION A(2,2,2) 


Loc 1 FeCl elegal) 
Loc 2 A(@;1,1) 
Loc 3 A(1,2,1) 
Loc 4 2 P aa) 
Loe 5 PGi) 
Loc 6 Pee) 
Loc 7 ACs 2 ge.) 
Loe 8 M22 Oy x 


Suppose we have, in general, 
DIMENSION A(wy Xy yy 2) 
the address of A(I, J, K, L) would be 


Address of A(1,1,1,1) 
+ (I-1) 
a wt (I-1) 
+ w*x* (K-L) 
t wtx¥y* (L-1). 
It is possible to use an array with less dimensions than appear in the 


DIMENSION declaration. In this case, additional subscripts of 1 are 


added automatically. The feature is often convenient for dealing with 


a whole array at once. 
For example, to set a 20 x 20 matrix to zero, we could write 
BO:* 5. ft Sal ye0 


DO 5 J Lyc0 
5 A(I,J) = 0 
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APPENDIX III (continued 


but it would be much easier to write © 


DO 5 I=1,400 


(and the latter version is also much faster running.) 


In the main body of the text the restriction was made that subscripts 
must be greater than zero and at most the amount appearing on the DIMENSION 


statement. This rule is, more precisely: 


(1) Each subscript position must have a value greater than zero. 
(2) The final computed address must lie within the storage 


allocated for this array. 
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APPENDIX IV 


DO_loops © 


"DO" loops and "DONT" loop 
In the object program, DO loops are divided into "DO" and "DONT" 


loops, meaning "DO keep the value of the index variable in index register 


1" or "DONT keep the value of the index variable in an index register", 


When a DO statement occurs, the loop becomes a "DO" loop, unless one 


of the following occurs, in which case it is a "DONT" loop: 


1. This loop is specified by the word THROUGH instead of DO. 


or 2. This loop is nested inside of a "DO" loop. 
or 3. The index variable is floating point. 
or 4. The start and step values are not both constants. 


A "DO" loop causes a speed increase of appraximately a factor of 3 
whenever the index variable occurs in a simple way in the left-most sub- 


script of an array, since the array is addressed in a single instruction. 


Since "DO" loops are not nested - in a nest of DO's only one index 
variable is kept in an index register - there can be gains in efficiency 
depending on which index variable is kept in an index register. Sometimes 


this is desired in the inner loop, sometimes in the outer loop. 


For example, 


DO. “Ss = 10 
DOr 6 26 
5 A(I,J) = B(I) 


it is better to put I in an index register, because it occurs in the left 


part of subscripts and J doesn't. 


The compiler's rule, given above, will often choose the outerloop 
as the "DO" loop. In order to getsthe compiler to choose an inner loop, 
in those cases where it is desired, use the word THROUGH for the outer 


loops. For example, if the last statement in the above had been 


5 A(J,I) = BU) 
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one could write 
THROUGH 5 a = 1,10 
DO 5 ‘de dio tO 
5 Ad gis) Bid) ve 


Fi) 


The following instructions were given for DO statements in the main 


part of this manual: 
(1) Do not GO TO from outside into the range of a DO statement 


(2) Do not assume any value for the index variable at the close 


of a DO statement 


(3) Do not change the value of the index variable by using a 


function or subroutine call 


(4) Start stop, and step must not involve the index. Start stop 


must be printed. 


Actually these restrictions apply only to "DO" loops and not to "THROUGH" 
loops. In a THROUGH loop the index variable has the last used value at exit. 
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APPENDIX VI 


The Object Program Listing 





The translator allocates storage for the main program in an interlaced 


fashion; in a band the locations used are 


000 
057 
114 
rae 
028 


143 
200 
257, etc. 


when in NO CORE mode. With CORE mode the increment is 7 rather than 57. 


Thus, the drum is like a sequential storage, and if the location of an 


instruction is given one can determine where it appears in the program. 


The Program Listing 
With LIST mode on, the interested user can see if his program gets 


translated correctly. 
The format is 


RRR S AAAA OPMMMMCCCC = =Comment 


The RRR specify, for A, M, or C respectively, the type of relocation. 
sign 
absolute 


date relative 


program relative 
common relative 


external reference (see table following) 


GHD HDD WD 
Ul 


i 
oO wm W NO F OO 


request another subprogram. 


S is the 
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APPENDIX VI (continued) 


The comment part is filled in with names of variables in order to..help 
understand the M address of the instruction. This field might also say 
"CONST" or "TEMP" referring generically to a constant or temporary storage 
location, respectivelu. The comment "(CORE ONLY)" comes out only when 
the compiler has had to add additional instructions to properly handle 
relocation in core. If "(CORE ONLY)" does not appear on the listing, the 
program could have been compiled with NO CORE and still be relocated in 


core. 


When the comment is all asterisks, the line is an out-of-sequence line. In 
this case the program listing would appear more logical perhaps if the line 
following a series of asterisk lines is brought ahead of all the asterisk 


lines. 
There is often a one-card delay between the card images as printed and the 
beginning of the instructions for those statements. 
On the 9000 version the comment is not given in alphabetic form, but rather 
in the ZZZZZNNNNN MC-6 code. 

At the right of the card image the program-relative approximate location 


of the current object coding is listed for later reference. This can be used 


together with the interlace tables to find locations in a program. 
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APPENDIX V 


The Fortran Loader 


Card Formats 


The general card formats for the operational decks in the USS Fortran 


systems are as follows: 


Information 90 Column Cards 80 Column Cards 
Identification 7 thru: 5 - 1 thru 5 
Card Type 6.” 6 
Card Number 7 thru 10 © Che. 10 
Data Words 11 thru 40 

| 46 thru 75 11 thru 70 
Check Sum 76 thru 85 71 thru 80 


Cards are punched untranslated in the 90 systems, while they are punched 


translated in the 80 systems with the following undigit conventions. 


Undigit Card Character Punch Combination 
- 11 

blank blank 

1-4-8 

3-5-8 

4-5-8 

4-6-8 


ToWwaw 
aw ee NNT 


The check sum is generated by adding up the numeric part of the first 


seven words on the card from left to right. 
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The Loader Functioning 


The loader program is divided into two sections, the body loader and the 
allocator. The body loader operates from locations 0400 to 0899 and the 
allocator from locations 2000 to 2399 and 4000 to 4199. The rest of the 2600 


word Step configuration memory is used for tables. 


The loader program is the first deck through the reader. When it is 
loaded, the allocator portion assumes control and reads all of the Header 
Cards and retains them in memory. If the "Load and Go" option was used the 
Header Card information is left in memory by the compiler and any Header Cards 
from the input deck are added to it. Header Cards for the same program must 
be in sequence, but there are no other sequence rules governing Header Cards. 


In fact, Header Cards for unwanted subroutines can be included without harm, 


The allocator begins by repeatly searching the Header Card file for 
information about the main program MAIN*, It determines which subroutines 
MAIN* requires and scans for information about these, and also about any 
subroutines these subroutines may require. Scanning continues until all the 
header information about all the necessary subroutines has been collected, or 
until the machine determines that Header Cards for an essential routine have 


not been loaded. In the latter case an unrestartable stop occurs. 


Header Cards 


Header cards are identified by a O in column 6. All Header cards must 
appear first. There are six entries per card and as many cards as required. 
Entries of zero are ignored. The Headers for a new subroutine are detected 
by 0000 in the Card Number, 

The first three entries are required and have the format as follows. 
A. Entry 1 - Routine Name 
zzZz2zZnnnnn 
where 22222 is the zone information of the routine's MC6 coded name 
nnnnn is the numeric information of the routine's MC6 


coded name 


The name of the main program must be MAIN* 
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APPENDIX V (Continued) 


B, Entry 2 - Data Specification 


p 0 cece dddd 


where p is the priority of the data space for the routine 
= 0 for floating package only 


ecce is the amount of COMMON required by the routine 


dddd is the number of local data locations that must be 
available to the routine. 


C. Entry 3 - Program Specifications 
p! 1 eeee iiii 


where p! is the priority desired for the program instruction 
area 


= 0 for the floating point package only 


eeee is the number of entry points to this routine 


iiii is the amount of storage required for program 


D. Additional Entries 


All additional entries are of the form 
ZZ22Z2 nnnnn 


and name the other routines required for operation of the subroutine. 


All of the body decks for the library and compiler output will then be 
loaded or passed over as required, When the transfer deck is encountered 


it will be passed over also and execution will commence at location 0004. 


The following is a tabulation of the additional card formats: 


Body Cards 


Each body card contains three two-word groups defined as follows: 


WORD 1 ameoOsO AAAA 
WORD 2 op MMMMCCCC 
where a is the relocation code (R) applicable to the address 
m is the relocation code applicable to the m-address of the 
word to be loaded 
fe is the relocation code for the c-address of the word 
to be loaded 
Ss igs the sign of the word to be loaded 
AAAA is the address (unrelocated) of the instruction 


opMMMMCCCC is the word to be loaded into nominal AAAA with sign s, 
and after relocation according to m and c 


A. 
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Instruction Entries 


For computer instruction words, the values of relocation, R, are as 


follow 


R 


@) 


Se 


(The 4-bit is ignored in a, m, c.) 


EXPLANATION 


The 


The 
and 


The 


and 


The 
the 


The 


nominal 


nominal 
will be 


nominal 
will be 


nominal 
base of 


nominal 


replaced by 


address is to be used as the true address 


address refers to the data area for this routine, 
relocated by the beginning location of own local data. 


address refers to the program area for this routine, 
relocated by the first location assigned to the routine. 


address references COMMON and will be relocated by 
the COMMON area. 


address is an external reference, xxyy, and will be 
the true address as required. 


This code is reserved for the floating-point package, and for 
that subroutine complex is treated as program relative. 


Note: Codes 3 and 5 should never be used in a, especially or 


External Reference Entry 


WORD 1 
WORD 2 
where 


XX 


600000XX00 

zZzZz2z2nnnnn 

is the number used by this routine to reference the 
subroutine named (in MC6) in WORD 2 


Entry Definition 


WORD 1 

WORD 2 

where c 
wy 


70c0000000 
OO0O00yyCCCC 
is the relocation code for CCCC in WORD 2, and may 


not be 5 


isa 


number of an entry point into this routine 


is the nominal address equivalent to entry number yy 


For the Data cards of each routine, the first card must be numbered 
0000, with cards in strict sequence. The first data word pair is 
treated as follows: 


WORD 1 


WORD 2 


ignored 
ZZ2zZ2nnnnn 
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Where WORD 2 contains the MC6 name of the routine being loaded. It 
is not required by the program being loaded, it will be ignored; the 
cards are passed through the reader without processing. 


Deck Arrangement 
Decks are loaded in the following sequence: 


Loader 

Header Cards for programmers routines 

Library 

Body Cards for programmers routines, with each routine beginning 
with card number 0000 

Body Transfer Deck 

. Data for the program 


RWh 


Ornw 


Loader Transfer Card 


80 Column Cards 90 Column Cards Contents 
1 thru 10 | 1 thru 10 OO 0002 0000 
11 thru 70 11° thru 40 all zeroes 
| 46 thru 75 
71 thru 80 76 thru 85 00 0002 0000 


Body Transfer Deck 


This deck consists of 6 cards. Card i (OSi£5) looks like 


80 Column Cards 90 Column Cards Contents 
1 thru 10 1 thru 10 OO 0003 OO0i 
11 thru 70 - 41 thru 40 
46 thru 75 all zeroes 
71 thru 80 76 thru 85 00 0003 000i 


All of these cards fall into the standard card format described earlier. 


During the scanning of the Header information, the items which 
corresponded to entries 2 and 3 of the Header Card are removed from the 
Header Card table and placed in a separate table called the Request Table. 


This table controls memory allocation. 


In the object program there are three types of memory: Program, Data 


and Common, 


a) Program. This class of memory contains object instructions 
compiled by Fortran and Library programs. A separate memory 
area is allocated for each program. 
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b) Data. This class of memory contains values of variables, 
arrays, format statements, subroutine parameters and other 
things compiled by Fortran. One Data area is allocated for 
each program. 


c) Common, The Common area contains all quantities named 
in the Common declaration of each program, Only one 
Common area is allocated. 
Because it contains a copy of the loader during loading, Common will 
always be at least 600 locations and probably more. Programs using large 
data stores should declare as much of the data as possible to be Common. 


This may save a large number of memory cells. 
The allocation process is carried out as follows: 


a) The Request Table is sorted. Since the leading digit of 
each entry is the priority digit, this controls the sort. 


-b) The requests in the Request Table are allocated beginning . 
with priority zero (priority zero is reserved for the floating 
point arithmetic packages). 7 
Located in locations 4000 to 4009 is a table called the Fit Table. 


It contains entries in the format 


OO nnnn bbbb 


where nnnn is the number of words available and 
bbbb is the first address, 


Each word in the table specifies a block of available memory. An ending 
sentenial of -50 0000 0000 concludes the table. 


Memory is allocated by searching the table, beginning at location 4000, 
until a specification is found which is large enough to satisfy the request, 
The memory specification is then updated and the next request is allocated, 
The request for Common storage must be and is allocated first. 

The Fit Table for the Step memory configuration looks like 

4000 00 0200 4000 
4001 00 2000 0400 
4002  -50 0000 0000 
There are a few restrictions governing the entries in the Fit Table. 
a) The floating point routines will be placed in upper core 


if and only if the first entry of the Fit Table specifies 
a block in core. | 


c) 
d) 


e) 
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Locations BOOO to BO29 should not be made available. 
Locations 0000 to 0399 should not be made available. 


Common should not begin at any of the locations 0401 to 
0899. It should begin at 0400 or above 0900. Remember 
Common is allocated first and contains more than 600 locations. 


All tase addresses :should be multiples of 50. All allocation 
is done in multiples of 50. Pairs of addresses coded to 
handle ct! conditions are not permitted on the level pairs 


0049, 0050 
0099, 0100 
0149, 0150 
0199, 0000 


Their levels, and hence their operation may change during 
relocation, creating mysterious new bugs if this rule is 
violated. For the same reason I-O interlaces are verboten 

in hand-coded subroutines. Hand-coded subroutines may use band 
0000 for a card interlace and band 0200 for a tape interlace 

if necessary. 


Every attempt should be made to favorably place data either in high-speed 


bands or in core. 


The Fit Table is loaded from the seventh and sixth last cards of the 


loader as follows: 


Seventh last card 


Columns Location 
21 thru 30 pie “4 4,000 
31 thru 40 . 4001 
41 thru 50 4002 
51 thru 60 4,003 


61 thru 70 . 4,004 


Sixth last card 


21 thru 30 4,005 

31 thru 40 4,006 

41 thru 50 | 4007 © 
51 thru 60 4008 © 
61 thru 70 | | 4009 


You won't be able to forget the check sum (which is in columns 71 thru 80). 
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At the end of the allocation phase a page is printed giving the memory 
allocation which was chosen. Common base address is printed on the top 
line. Three columns are printed. The first column contains the name of the 
program (on the 9000 compiler system this appears in zzzznnnn MC6 code). 

The second column contains the Program base and the third the Data area 
base. This printout is invaluable as an aid to debugging for the skilled 


machine language coder. 


After the allocation printout, the loader begins loading the body cards. 
The first deck in should be a relocatable copy of the loader which will load 
into the lower locations of the Common area. (This is the reason for the 
O401 thru 0899 rule for Fit Table entries. The loader must overlay itself 
either exactly or not at all). When a loader transfer card appears, control 
is transferred to the relocated loader. If common goes into a higher speed 


memory, loading will be accelerated. 


Communication between programs 


It is sometimes desirable to communicate between programs by leaving 
data sitting in the Comma area, This is possible in USS Fortran under the 


following restrictions. 


1) Common for both programs must allocate to the same place. 
One may have to fudge with the Fit Table to accomplish this. 


2) The data to be transmitted must be at the end of Common. 
The first 0600 plus locations are overlayed by the loader. 
It is difficult to know how big plus is, but the formal 
rules for calculating the amount are 


606 location, plus 
3 for each package or subroutine or function used, 
plus the total number of entry points in all the 

routines used. 


800 will almost always be adequete and.1000 certainly will be. 


3) The part of Common chosen for communication should also avoid 
locations 0000 to 2399 and 4000 to 4199 since these are used 
also by the loader and allocator. 


Card Formats for the Compiler and Loader Decks 


Each user may have need to modify the compiler or loader for his 
individual application, hence the card formats and the deck construction 


are given here. 
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The compiler and loader decks have the following construction 


1) 


2) 


The Bootstrap Loader (twenty four ecards). These cards 
are recognized by an identification (columns 1 thru 10) 
of the form: 


. L 
BOOT man 
where nn is a sub-sequence number starting at one and 


either a L or a T appears depending upon whether is 
bootstrap loader is for the loader or compiler, respectively. 


The compiler or loader deck. Cards in this deck have the 
format: 


80 Column Cards 90 Column Cards Information 
1 thru 10 1 thru 10 Identification 
11 thru 70 11 thru 40 Instructions 
46 thru 75 
71 thru 80 76 thru 85 Check Sum 


The identification is of the form 
*LOADniiii or *TRANniiii 


where n is a type number and iiii is the sequence number. If 
nis 4 the following instructions are loaded into locations 
rB, thru TB, +55 if n is 9 then columns 11 thru 20 contain an 


instruction of the form OB xxxx O00C, which is executed and 
causes the following five instructions to be loaded into 


locations rB, thru rB,th. 


Five trailer cards which transfer control to either the 
compiler or the loader. These cards have the formats 


Card 1 
80/90 Column Cards Information 
1 thru 10 | *LOADOffff, for the loader 
or *TRANOffff, for the compiler 
11 thru 20 96 0001 0130, for the 80 systems 


or 96 0000 0031, for the 90 systems. 
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Cards 2 thru 4 


80/90 Column Cards Information 


11 thru 20 96 0001 0130, for 80 systems 
or 96 0000 0031, for 90 systems 


Card 5 


11 thru 20 OO xxxxK xxxx 


where xxxx is the starting location for the compiler or loader, 
(Unfortunately this will vary with time as the compiler or 
loader is re-assembled). 


Card Types 
Card formats have all been given in appropriate places in the text, 


To summarize the card types given in colwm 6, we have 


Column 6 Card Type 


Header Card 

Body Card 

Loader Transfer Card 
Transfer Card 

Loader or Compiler Deck Card 
Loader or Compiler Deck Card 


orWDN | 0 
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APPENDIX VII 
Library Glossary and Subroutine and Function Conventions 


The following information defines those subroutine entrance and exit condi- 
tions required of elements in the Fortran object program. The use of non-Fortran 
produced subroutines is permitted by the system as long as the compatible inter- 
face is achieved. Subroutines externally prepared must be provided according to 


the requirements of the Fortran Loader. 


Intrinsic Functions 


The intrinsic functions are divided into two groups: those which are gener- 
ated in the compiler and those hardware extensions (e.g. floating-point arithmetic) 
which are obtained through subroutines. The elements of this latter category are 


used as follows: 


A. Entrance Requirements 
Arguments (not over two) must be provided in registers A and L. 
The following notation applies to the arguments: 


is the fixed point argument required in rA, 

is the fixed point argument required in rL, 

is the floating-point argument required in rA, 

is the floating-point argument required in rl. 

pean & are the arguments in rA and rL with arbitrary type 


to pr GS Hi 


B. Entrance: 


LIR 3 return name 


where return is the location at which control is restored 
on completion 
name is an entry into one of the three intrinsic 
packages 


C. Exit Conditions: 


1. The result will appear in both rA and rl. 
2. rX will contain nothing of value. 
3. rB and rB, will be destroyed in most cases. TB» if used, 


will be resotred to its entry value. 


D. Subroutine Packages 


The standard packages provided with Fortran Il are (1) FLPK*, 
floating-point, (2) EXPK*, exponentiation, roots, and logarithms, 

and (3) TRIG*, trigonometric functions. Reference to any entry in 

a package causes the entire package to be incorporated in the program. 
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External Functions 


Routines defined by FUNCTION and SUBPROGRAM ea are called 
by the following sequence: 


A. Entrance Requirements: 


1, <A parameter list of the n arguments, if any, must begin. at - 
some location p, as follows: 


p return instruction 

ptt 00 loc, 0000 

pt2 00. loc, 0000 

pti 00 loc, 0000 

ptn 00 loc, ~ 0000 | 

where _ return instruction will be executed on completion ~ 
loc, . . is the first location of the i-th 


actual parameter 


2. vA, rX, rL are not used, 


B. Entrance: 
LIR3 p name 


where p is the first location of the parameter list 
name is the entry to the subprogram, 


For any CALL or function designation, Fortran generates references 
to entry 00 which is understood to correspond to the name of the 
routine, 


Error Subroutine 


A single routine, ERR*, 1s included in all object programs, The routine 
may be entered by any external function to record the presence of an error 
condition. The user may program his own error Procecure as 3 required by 
installation operating ponyentionss ; 





A. 


B, 


C. 
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Entrance Requirements 


1. rB, contains an error number for identifying the type of error. 


Ro aE specifies the return location. 


Entrance: 

LIR2 code 

LIR3 retrn ERR* 
Exit Conditions: 


The particular action will be noted and return to retrn will occur. 
The contents of fA, rL, rX and rB, will not be saved. 


Subprogram Name: 


Entry number 


OMINAMEWNEHO 


Floating-Point Package 


FLPK* 


ae Ge 
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Name 


MUL* 
NMUL* 
DIV* 

NDIV* 
RDIV* 


NROV* 


FADD* 
RFSB* 
FSUB* 
FMUL* 
NFML* 
FDIV* 
NFDV* 
RFDV* 
NRFD* 
COMP* 
FLT* 

VFLT* 
LFLT* 
NLFT* 
FIX* 

NFIX* 
LFIX* 
NLFX* 
FXSQ* 
FLSQ* 
PAUSE 
STOP 


Explanation 


T*J 
-(I*J) 
75 
-(I/J) 
J/I 
-(J/T) 
A+B 

B-A 

A-B 

A*B 
-A*B 

A/B 
-A/B 

B/A 
-B/A 
-X (Boolean NOT) 
FLOAT(TI) 
-FLOAT(TI) 
FLOAT(J) 
-FLOAT(J) 
IFIX(A) 
-IFIX(A) 
IFIX(B) 
-IFIX(B) 
T#*xd 
AX*D 


Exponentiation Package 


Subprogram Name: 


Entry Number 


OMAN UE WNHE O 


APPENDIX VII (Continued ) 


EXPK* 


e/a 


Name 


SQRT* 
NSQR* 
NEXP* 
EXP* 
NLN* 
LN* 
PLL* 
PLL2* 
PLL3* 
PLL4* 
RPLL* 
PLL6* 
PLL7* 
PLL8* 
PLX* 
PLX2* 
PLX3* 
PLXL* 
RPLX* 
PLX6* 
PLX7* 
PLX8* 
PXX* 
PXX2* 
PXX3* 
PXX/,* 
RPLX* 
PLX6* 
PLX7* 
PLX8* 





Explanation 


nd 
as 


1 
7 
b> ok be ok oN 


< | 


se 
aN 


xO x Ox 


A**(~J) 
(-a) ##(-J) 
B*xT 

(-B) **I 
B¥*(-I) 
(-B)¥*(—T) 
T##J 
(-I)**J 
T**(-J) 
(-1) **(-J) 
J¥*I 
(—J ) **T 
J**(-I) 
(-J)##(-T) 
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Trigonometric Routines 


Subprogram Number Name Explaination 
O SIN* sin(A) 
1 cos* cos(A) 
2 TAN* tan(A) 
3 ATAN* arctan(A) 
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SAMPLE FORTRAN PROGRAM 
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INPUT FORTRAN DECK 


(/Em *8°ne3s *SI SIWWOONdIDSY MIBSHI JO WONS BSHLNTS 
6/2 '(Z*NTSOT/Z)OT *#3yV SYBEWNN OOT BAHLHAT) Lywyogd 


ANS 


(7°R450T) Lywwo4d 

dnie¢ 

WNS ty 6? INTHMA 

(TIVsN* TenhANSAWNSs 

OoTeT#!I et on 

O*QaWhne 

wig awam 

ters 

(coT)Y NOISNaWTG 
SiIvwoCddID3Y 40 WAS BLYNIWASZ 
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wei sk kok ie ak OE a 
*Wd14 
WAS 


Vv 
ako ok ake ak ole oie i aK ok 


JSNOD 


ke ak aca ae ake akc ak ae 
ZéTO . 


JSNOD 


WAS 
BETC 


*WI03 
PeOO 
* J * 
{SNOO9 


* ] * 
2k ke ake akc ake oe ake aK ak 


* I * 
*xWdO3 


2£e00 


- 00 


ee See te 


sk ae steak ake akc 2K ae 
2 i ai afc a ake ae 28 aK ake 
oCo0 
orno 


oroo 


9n006¢T064% 
SNTOZROO 
S2zn0soToor 
TTTORSTO ON 
TTTOZQOONE 
7LE9%%CCT 
mon0so0Tos? 
ann0z6T004% 


aNNDNAOT OF 


2tTtToOgROOL3 
OnMTOnOTOOos 
97200T000!:4 
2tTToOTAo0C 4 
SCNONSOTOO9S 


84TO86ET092 
HOHOTHTO A 


TLTOSATOCS 
9600120029 
nAqdHOTOO? 
OLTOEOTOOL 
oNn0nNnTOGN 
ETTOTOOOLN 
9S00T000L0 
66T0Z00006 
-ON0zhTOOL 
sendcol0s? 
T9H08Z00 0 
on00nTTOON 
0On00N00 9 


9000000009 
onn0sanoo0n 
0n00zs00C00 

zLhSszectt 


é6°ToO 
6700 
RCTO 
TTTO 


—$fQ0 


aCTO 
ZETO 
ZTTO 
oOT0 


OfTO 
$700 
6°T0 
sca0 
RETO 


THTO 
£700 


6$©00 
heOO 
OLTO 
¢TTO 
HCTO 
6ETO 
hTTO 
Ztto 
Sf00 
R700 
TZTO 
n0C00 
Coo 


ocoo 
TCOO 
ZC00 
aACn0d 


DD OD Oo A aD 


Oe me Ee me, 


ti? inne? Be i? 1° 1e hehehe Be he] —~ > 


aoo9 


Oct 
G7? 
el? 
Gc? 
et? 
00e 
7t? 
02? 
OOT 
WAS ¢7 62 INTMd 


Cec? 
at? 
70? 
207 
et? 
(TIVO T+ewNSsawne 


22? 
C2? 
OoteTa#l st an 


2te 
Ce? 
ete 
2t2 
0OT 
202 
20? 
2t2 
Oe? 
Zt? 
Gc? 
O2T 
CTO 
QO *NHWAS 


000 

OcT 

02T 

000 
vec aw3ae 


let 


(ooT)Y NOTSNaWTO 
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HéETC 


héETO 


oOFNC 


9cTo 


ae 3K sk sk oK she sk IKK I 
2k ok sk ok ok kK aK 
eK a KK a ak Ok 2K ae 
2k oe a oie ake 2h 2K 2k 


2h 3 ake ake ak ak 2 aK ok 
Jk 2k ake ake ak ke ak 28 2k ak 
2k Ae ake ake a ake ak 2k aK ak 
2 oi a ak ak akc ake ak 
ke ak ake a ae ake aK aK 
21 ak ak oie ae ake ke aK ak 
2k ok ok a ak ak ak ak ak ak 
2 2 ok a a ake ai 2k aK ok 
2h 3K ai ok ai ake akc a 2k ak 
ah ke ak ake ake ke ake akc 2k ak 
3 aR ake ak ake 2 aK 2k 
2k ai ak aK ake akc ak ak ake 
2k Sk ake ake ak ok akc oi aK ake 


3k Re oi ate 2k ake ak oe aK ok 


ke oe ok aK ake ok OO a 
KOK ake 2 2 ake akc ak 3 a 
2 oe ake te ake 2k 2K ok 
2 ake ie aie ak oe ake ak kc ae 

*xWdITS 


*xVd03 
*xWdO2 


WINS 
* I] * 


1SNOd 
* I x 


*xWdO3 
w 


* J * 


6GRQ THe’) TETO C OCT 
99 tThTZOcS OoFTte Cf OOT 
2 Ssec¢eOTI¢ é°TO C ONT 
TENQNOTEOSO S7TC C COT 
(Eh #8°NT™Z §SI STVOONdIOSN MIBHL 3O WNS AHLUtTe 
ONZ000000T 47T0 © OOT 
ZO0000TOTO 97T0 © OOT 
zooToantos“ S?7TO C OOT 
0027000000T m?TO C OOT 
0900000009 €7TO O OOT 
OTANNATOON 27T0 OC COT 
OS6T OTeTO T?TO © OOT 
Z6Geneelt2 O7T0 C OOT 
ne O0¢200N 6TTO C OOT 
T S8eooTTe eTTO C ONT 
6TONDO6TOEN ZT™TTO C OOT 
000000000 STTO 0 OOT 
09000000009 GTTO 0 OOT 
6eTOOTTOZO Z€00 0 212 
0900000065 mFTtTO © OOT 
(Z°OTSOT/ZT)OT #3yV SHSPWOAN OOT AHLMAT) 
ZNOOANTOTO ¢TTO C OOT 
298000TOSO 2TtTO © OOT 
0000000069 TTTO C OOT 
0900000000 oTTO O OOT 
R7TOLSOO % héETO T S22 
n6TOnéETOOS? Z€TO C 227 
HAHOLETO A OHLNO Tt C22 
TOH00800 O ¢700 T $2? 
¢7N0G0TOS? 6CTO C 2T? 
€Sn0¢C0TO09S RETO O 2T? 
BETOGOTOLE S°T0 C 222 
Sea tongtoos Z2£N0 C 2T?2 
zsno¢catool S6éT0 C 2T2 
S4TOTOOOLN TEOO C 207 
RETOTOOOLO SEéTO 0 202 
TOnOTEOO O 7700 T S22 
h7002000S7 24°10 O 2T? 
=“N00L9STOOL OTTO C 022 
OorTrtTo<aTtos? ¢£00 O 2T2 
90N0096TCON 2070 C O2@T 


‘sé 


(2°840T) 


1Vuwa 4 


}wwywns 


ANIC 
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héTO 


(Suscv3H) 
(SYsqV3H) 
(Syacv3H) 
(Sy3qv3H) 
(Su3Ccv3H) 


9k He ake ake a oe ake ake 2k sie 


2 ak ak ok aie ake 2k a aK 
2p ake a a ale she ok aK ake 
kK ak akc ake ale af 2 ak 2 
eres fe tt 
2k Ia OK I ak a 
2 3 ac ak ie he akc oi ak ke 
2k aie ak ae he ake 2k 9K ak 


2LE92CCCT 
zLnceectt 
ONZOTOOOTL 
Oh TOQOOOOR 
Cé6Tnectt2 
oToostt0¢c9o 
n0n00N00064 


oN000N0NTO 
oo¢g hooCoOT 
enocon00ny 
onnoZa0o0s. 
6 Z2ETTIOEeT 
e96letecct 
656 61TTCO7 


6¢TO 
6¢T0 


BETO 
d¢to 
9¢TO 
S¢TO 
h¢TtO 
¢¢TO 
7ET0 


oa 


OT? 
OoT 


0oT 
0oT 
oot 
0oT 
ooT 
OOoT 
OOT 
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INPUT DATA TO OBJECT PROGRAM 


o°ooT 
0°06 
0°0°P 


- 0°01 


0°0¢ 
0°0¢ 
0°0% 
0°0¢ 
0°02 
o°ot 


0°64 
0°62 
0°67 
0°69 
0o°6¢ 


'O°6h 


0°6¢ 
0°67 
0°6T 

0°6 


0°96 
0°98 
O° al 


O° aS 


O° as 
O° Rah 
O*°ge 
0°82 
O° Rt 
0°8 


0°26 
0°28 
O°dd 
0°29 
0°LS 
O°Lh 
N°L¢ 
0°27? 
a°dt 

Ord 


0°96 
0°98 
O°SL 
0°99 


0°9S © 


O°9h 
o°9¢ 
0°92 
o°9t 

0°9 


0°S6 
o°se 


O°sL 
0°S9 


0°Ss 
O°Sth 
O°s¢e 
0°S2 
o°st 

0°sS 


O° hé 
O° he 
O°med 
O° hs 
O° ne 
O° hh 


O° hE . 


O°n2 
O°nt 
O° 


0°¢6 
o°¢? 
o°el 
0° ¢9 
0° Es 
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